Small but
incredibly
powerful

The new Zaxis-5 mini excavator range
Ground Control magazine supplement

At a glance
Greater fuel
economy
An electronic governor device
has been incorporated across
the Zaxis-5 mini excavator range,
providing greater fuel economy
and high levels of efficiency.

Spacious cab
Enhanced air
conditioning
An additional air vent behind the
operator’s seat contributes to
effective air distribution when
the air conditioner is in use.

Larger than competitor machines,
the spacious Zaxis-5 cab offers enhanced
visibility and easier access via a single
door (replacing the previous model’s
two-piece folding door).

New 3.5-inch
LCD monitor
The new monitor makes information
easier to view and improves the overall
user-friendliness of the machine.

Low-noise stack
muffler

Boom cylinder
guard

A low-noise stack muffler is optionally
available for the ZX33U-5 and ZX38U-5
(cab and canopy versions), and
standard on the ZX48U-5, ZX55U-5
and ZX65USB-5 models – and
reduces noise levels considerably.

Fixed with two mounting bolts
instead of one, the cylinder cover
has a new inverted V-shape
structure for added durability.

Smallest of
their species
We are proud to present the new range of Hitachi Zaxis
mini excavators. The smallest of their species, they are still
extremely powerful, fast and energy-efficient. Inspired by the
aim to make your visions a reality, their design has evolved
to meet your requirements. Wherever you work, within
general or road construction, earthmoving, utilities or even
demolition, the new Zaxis-5 mini excavators will exceed your
expectations.
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The new ZAXIS-5 range

The Hitachi development team listened to the needs of
our customers before creating this range of exceptionally
versatile, comfortable and easy-to-maintain machines, which
provide a consistently high level of performance on any
job site. Building upon the Hitachi reputation for reliability
and durability, they also incorporated features to maximise
availability and boost your profitability. With the added benefit
of the Hitachi after-sales programme, Support Chain, you can
rely on the new Zaxis-5 mini excavators to be a valuable asset
to your business.

Reduced running
costs
An advanced energy-saving
system results in savings on fuel
costs of up to 21% (ZX33U-5)
compared to the previous
equivalent model.

Easy-to-open
radiator cover
The new cover has a handle and hinge,
instead of bolts, which allows for easy
inspection and maintenance.

Compact tank
cover
The tank cover is lighter and more
compact than on previous models,
so the tank can easily be filled using
a fuel can.

www.new5range.com
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An insight

Hitachi ZX33U-5 and ZX38U-5

Small but
incredibly
efficient

Fast and powerful, the new Zaxis-5
mini excavators play a big part on a
variety of job sites
The new Hitachi Zaxis-5 mini excavators have been
designed to have a huge impact on your earthmoving, utility
and general construction projects – especially where space
is limited. Fast, powerful and fuel-efficient, the ZX33U-5 and
ZX38U-5 will ensure high levels of productivity with reduced
running costs. Thanks to several new design features,
they are also extremely durable, providing a lower cost of
ownership and allowing you to get the job done on time and
within budget.

Auto idle system
Helps to minimise the excavator’s
impact by reducing fuel consumption
and lowering noise levels.

Compact on the outside, the new Zaxis-5 mini excavators
are more spacious on the inside with more legroom and
a wider seat than earlier models. The ROPS-compliant
cab offers a comfortable and safe working environment,
due to enhanced visibility and improved air conditioning.
Convenient cleaning features and easily accessible parts
for maintenance will guarantee the optimum performance
of the ZX33U-5 and ZX38U-5 and maximise availability.

Boom cylinder guard
Additional protection for the boom cylinder
enhances the durability of your machine,
maximising its availability.

Enhanced visibility
The enlarged front window and door
contribute to a greater sense of space in the
cab and provide a better view of the job site.

Key features
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Advanced energy-saving system

Strengthened front joints

Stage IIIA-compliant engine

Easily accessible cleaning and maintenance

More comfortable working environment

Short-tail swing radius

Large LCD monitor

Cab and canopy models available

www.new5range.com
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In detail

Hitachi ZX33U-5 and ZX38U-5

Powerful
performers
The Hitachi ZX33U-5 and ZX38U-5 mini excavators will
deliver a powerful and efficient performance on a variety
of projects, including general and road construction,
earthmoving and utilities. The advanced energy-saving
system combines the ECO mode, auto idle and electric
governor features of the excavators to significantly reduce
fuel consumption. With the additional benefits of lower
noise levels and fewer emissions, it allows the new mini
excavators to have a reduced environmental impact, in
compliance with current EU regulations.

The durability of the new ZX33U-5 and ZX38U-5 models
has been improved thanks to the addition of several
features, which ensure high levels of productivity and
availability. These include strengthened front joints, a
reinforced D-frame and a boom cylinder guard.
To enhance the overall user experience of the new Zaxis
mini excavators, Hitachi has created a more comfortable
cab. The folding foot pedals and arm rest allow the
operator to find the best position in the new wide seat,
and an improved view from the cab will allow you to
complete your work in comfort and with ease.

ZX33U-5

ZX38U-5

Specifications
Engine rated power (kW)
Operating weight (kg)

ZX33U-5

ZX38U-5

21.2

21.2

3,250-3,720

3,770-4,170

Maximum digging reach
5,170
5,520
with 1,690 arm (mm)		
Maximum digging depth
3,130
3,460
with 1,690 arm (mm)		
Bucket digging force (kN)
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27.2

27.1 		

www.new5range.com
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An insight

Hitachi ZX48U-5 and ZX55U-5

Small but
extremely
versatile

The new Zaxis-5 mini excavators find
their way into the most confined and
challenging spaces
Suitable for use with a wide range of attachments, the
Hitachi Zaxis-5 mini excavators are capable of working on a
variety of projects, including general and road construction,
earthmoving and utilities. Thanks to the short-tail swing,
the ZX48U-5 and ZX55U-5 can also be used in confined
spaces, which makes them ideal for working in urban and
residential areas. Their versatility makes them a valuable
asset to your fleet.
Wherever they are required to work, the ZX48U-5 and
ZX55U-5 will deliver a high level of performance, helping

Stack muffler
Hitachi Zaxis-5 excavators operate with
lower noise levels than previous models
thanks to the new stack muffler (optional
for the ZX33U-5 and ZX38U-5 models).

you to meet deadlines and stay ahead of the competition.
Although fast and powerful, they operate with significantly
less fuel, release fewer emissions and produce lower noise
levels than previous models.
Accessible parts for daily inspection and routine
maintenance make the new Hitachi Zaxis-5 mini excavators
easy to maintain on any job site. This allows operators to
spend less time on servicing and cleaning the machine,
and more time in its spacious and comfortable cab.

Compact sliding engine cover
Minimal space is required to open the engine
cover for maintenance, which is convenient if
the excavator is parked in a restricted space.

Spacious tool box
Hitachi ZX48U-5 and ZX55U-5 excavators
feature a spacious tool box, large enough
to fit a grease gun and bucket tooth. Also
available on the ZX65USB-5.

Key features
Stage IIIA-compliant engine

Wide operator seat

Short-tail swing radius

Easy-to-open covers for maintenance

Auto-shift travelling system

Cab and canopy models available (ZX48U-5)

Additional air conditioning vent
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In detail

Hitachi ZX48U-5 and ZX55U-5

Easily
adaptable
The new Hitachi Zaxis-5 mini excavators have evolved to
adapt to the demands and challenges of different job sites.
The ZX48U-5 and ZX55U-5 have been given several new
features to enhance their versatility for a wide range of
applications.
A new stack muffler has been fitted to the rear of the
cab for quiet operation, which is an increasingly important
consideration for many projects. Each has an auto-shift
travelling system, which automatically reduces the speed
of the excavator according to the travel load. This is
useful when the blade is used for landscaping or when the
machine is moving along a slope.

The performance of both models has been significantly
enhanced, due to the optimised location of the cooling
system and engine fan. The temperature within the cab has
been reduced thanks to improved sealing, and the cooling
performance of the machine has been improved by more
efficient water circulation. There is now a reduced risk of
the excavator overheating on dust-filled job sites, such as
demolition.
Optional features include the auxiliary function control
lever, available with an analog switch that can be used
for various purposes, such as with a breaker or a tilting
mechanism. An optional accumulator can be used to easily
depressurise the hydraulic system when attachments
are replaced.

ZX48U-5

ZX55U-5

Specifications
Engine rated power (kW)
Operating weight (kg)

ZX48U-5

ZX55U-5

28.2

28.2

4,730 - 5,060

5,040-5,370

Maximum digging reach
6,060
6,260
with 1,690 arm (mm)		
Maximum digging depth
3,360
3,830
with 1,690 arm (mm)		
Bucket digging force (kN)
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32.1

36.9 		

www.new5range.com
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An insight

Hitachi ZX65USB-5

Small but
highly
productive

Designed to offer high levels of
productivity on any job site, with a
reduced impact on the environment
The largest Hitachi mini excavator is the ZX65USB-5. Like
all new Zaxis-5 machines, it has been designed with a
variety of eco-friendly features. These enable it to have a
smaller impact on the environment than previous models,
but without compromising on productivity.
Ideal for general construction, earthmoving and utilities
projects, the ZX65USB-5 operates with even better
fuel economy, fewer emissions and less noise than its
predecessor. In addition, it retains the same powerful,
reliable and durable performance that owners and operators
expect from all Hitachi construction machines.

Easy entrance floor step
Steps are positioned at a convenient
height for operators to enter the
cab more easily.

High productivity levels on the job site are also ensured
by the improvements made to the ZX65USB-5’s cab and
maintenance features. A happy operator is likely to be a
more productive one, so Hitachi engineers have created
a spacious and comfortable cab, with a larger door and
front window, and user-friendly controls on the new LCD
monitor. Routine maintenance and cleaning of the new
ZX65USB-5 has been made quicker and easier thanks
to easy access covers and conveniently arranged daily
inspection points.

Enhanced hose durability
The enlarged opening of the swing post and
a new hose guide cover have enhanced the
durability of the hoses.

Adjustable arm rests
Even working for extended periods of time
is less strenuous for the operator thanks to
adjustable arm rests.

Key features
 uel-efficient Stage IIIA engine and
F
electric governor
Improved swing radius at front left corner
Larger door and front window on the cab
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Cooling package arranged in parallel
Compact fuel tank cover
Better grease points

www.new5range.com
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In detail

Hitachi ZX65USB-5

Hard at
work
Busy urban job sites such as road construction projects
require productive machines with high levels of reliability
and durability to complete the task safely, on time and on
budget. The Hitachi ZX65USB-5 meets all of these criteria,
with the additional benefit of being able to work in small
spaces thanks to its short-tail swing radius.
With an improved swing radius at the front left corner,
the machine is now capable of working even closer to
potential obstacles. Its reliable performance is also ensured
by the HHH hydraulic system, which enables combined
operations by adjusting the optimal flow rate for the motors
and cylinders.

The new Stage IIIA engine adopts an electric governor for
constant control of engine speed, regardless of load. This
enables greater fuel efficiency and lower noise levels.
Although the ZX65USB-5 works hard to ensure maximum
profitability for your business, it makes life a little easier for
operators. Selecting either the ECO or PWR work mode
can be done at the touch of a button on the new multifunction LCD monitor.
Entering the spacious cab is also easier with a larger door
opening and a new entrance step. And the interior filter for
the air conditioning system – now with additional vents – has
been moved to a convenient location so it can be easily
removed for cleaning.

ZX65USB-5

Specifications		ZX65USB-5
Engine rated power (kW)		
Operating weight (kg)

34.1
6,140-6,290

Maximum digging reach
6,230
with 1,500 arm (mm)		
Maximum digging depth
3,770
with 1,500 arm (mm)		
Bucket digging force (kN)
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41.1 		

www.new5range.com
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